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SASI KAYNAK SISTEMI

Sasi kaynak makinesi farkli tip ve dlctlerde ki tir sasilerinin ve farkl ebatlardaki yapma ki-
risler icin tasarlanmistir. Sistem; sasi baglama fikstUrti(masa) sasi baski aparati (puntala-
ma koprusy) ve sasi kaynak aparati (kaynak kdprisi) kisimlarindan olusmustur. Sistemin
kaynak bolgesinin takibi mekanik takip sistemi ile saglanmaktadir. Sasi kaynak makinesi
sayesinde tek operator ile ayni anda cift tarafli kaynagdin takibi yapilabilmekte ve kaliteli
bir kaynak olusmaktadir. MUsteri istegine gore gazalti veya tozalti kaynak yontemi uygu-
lanabilmektedir.

Chassi Welding Machine is designed for different types and sizes of trailer chassis and
different sizes of beams.This machine mainly consists of chassi mounted plate chassi
pressure apparatus and chassi welding apparatus. Welding area follow-up of system is
provided by mechanic follow-up system. It can be made two-way welding follow-up at
the same time with the only operator through the Chassi Welding Machine and consist
of quality welding. Can be used Mig-Mag or Submerged in this system according to cus-
tomer requirement.
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TEK EKSEN POZISYONER

Pozisyoner sistemleri cok yaygin kullanim alanina sahip is yapma suresini kisaltmak icin
tasarlanmis makinelerdir. Standart tipte pozisyonerlerin olmasinin yaninda is parcasi ebat
adirlik ve farkli fonksiyonlara 6zel dizaynlar gelistirilebilmektedir. Pozisyoner makineleri,
Uzerinde tasidigl is parcasini belirli pozisyonlara getirerek kaynatmak icin uygun pozis-
yon saglamaktadir. Pozisyonerler sadece kaynak prosesleri icin dedil boya, kumlama ve
kaplama (boya 6ncesi hazirlik) vb gibi farkl sektérlerde kullanilabilmektedir.

Positioner systems are machines that have a very common usage area and are designed
to shorten the working time. In addition to standard type positioners, special designs
can be developed for workpiece size, weight and different functions. Positioner ma-
chines provide a suitable position for welding the workpiece it carries on it by bringing it
to certain positions. Positioners can be used not only for welding processes, but also in
different sectors such as paint, sandblasting and coating (pre-paint preparation).
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KOLON & BOM TIP KAYNAK SISTEMLERI

Kolon & Bom sistemli kaynak makineleri buyUk capl tank, tanker, ving bomu, kutu Kiris
ve sasi kiris kaynagi vb. malzemelerin boy ve dairesel kaynak yapmasi icin tasarlanmistir.
Dogrusal kaynaklar Kolon Bom sisteminin hareketi ile, dairesel kaynaklar ise cevirici sis-
temde is parcasinin dondUrtlmesi ile kaynatilabilmektedir.

Column & Boom Type Welding Systems are designed to weld circular or longitudinal
welding of giant size of tanktanker,crane boom,box beam and chassi beam welding.
Longitudinal weldings can be welded with movement of Column&Boom system and cir-
cular weldings can be welded that is turned workpiece in rotator system.
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CEVIRICILER

Ceviriciler bayuk capli ve tonajli silo, tank, tanker, boru vb. is parcalarin cevrilmesi ve
uygun pozisyon almasi icin tasarlanmistir. Sistemde iki adet cevirme aparati bulunup, biri
tahrikli digeri avare donus yapabilmektedir. Is parcasinin agirhgina gore tasarimi yapilan
ceviriciler mukavemetli sase yapilari ve adir yik kapasitelerine sahip cevirici Unitelerin-
den olusmaktadir. Cevirici, is parcas! Ozelliklerine gbre tasarlanan tekerler malzemenin
kaymamasi icin Uzerine polilretan kaplama malzemesi yapilarak hazirlanmaktadir.

Rotators are designed to carry on heavy duty parts as Large scale tanks,tubes an so on
work pieces.The rotators turning these heavy duty work pieces during the welding pe-
riod with a requested positions and speed.This system have two functions,Carriage unit
one is motorized,other one is an independet turning tool to carrying different weight
and size heavy duty industrial workpieces.Rotator wheels according to number of the
workpiece and dimensions,especially designed wheels made by non-glide material by
coating around.
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YATAY KiRiS MAKINASI

Kiris kaynak makinesi; degisik formdaki arac sasilerinin parcalari olan tasiyici kirislerin,
kaynak bolgelerinin kaynakli birlestirme islemleri yapilabilmesi icin tasarlanmistir. Kul-
lanilan 6zel sistem sayesinde pres altinda sikistirilan is parcasinin her tirll forma uygun
dogrusal ve acisal ylzeylerinin kaynaklarinin yapilabilmesine imkan saglamak icin tasar-
lanmistir. Yapilacak is parcasinin boyutlarina goére, arac sasi kaynagi, ving Kirisi ve kutu
kiris kaynagl, yapisal celik kirisi kaynagdi, bom kaynagi gibi 6zelliklere sahip farkl varyas-
yonlarda tasarimlar gerceklestirilebilmektedir.

Beam welding automation system is designed for weld carrier beams which is different
types of truck chasses parts, carrier beams of overhead-portal Crane and steel struc-
ture of buil-up steel sections. Work piece is pressured under the press. Whereby, can be
welded the suitable angular surfaces.It can be welded the truck chasses, Crane beam,
built-up steel beam and Crane boom according to size of work piece. :
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DIKEY KIRIS MAKINASI

Sistem; H, I, ve T seklinde yapiya sahip yapi (celik konstriksiyon) kirislerinin her iki yU-
zeyden ayni anda kaynatilmasini ve, baski araclari sayesinde dogrultma yapilmasini sag-
lamaktadir. Is parcasi strekli Ustten ve yandan baski altinda ilerleyerek kaynatiimaktadir.
Bu sayede malzemede carpilma ve bukilme engellenmektedir. Olcu icin firmamizla irti-
bata geciniz.

This system provides that H,| T beams are welded both surfaces at the same time and
IS made straightening through the pressure tools. Workpiece is welded from upper and
sideways that move under the pressure continuous. Whereby, is prevented to warping
and bending at workpiece. Please contact with our company for dimensions.
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ZINCIRLI CEVIRICILER

Zincirli cevirici paltformu; cevirici gdvdeleri ve yUrayUs raylarindan olusmaktadir. Yapisal
kirisler icin tasarlanmis kompakt ve dayanikl bir sistemdir. Cesitli sekil ve ebatlardaki sasi,
kutu Kkiris, yapisal ¢elik profiller ve yapma kiris vb. malzemeler icin kolayca yerlestirme ve
kolayca cevirme (pozisyonlama) imkani saglar. Is parcalarinin kaynak yapilabilmesi icin
cevrilmesini, asagdi, yukari ve istenilen acida durdurabilme hareketlerine imkan saglaya-
rak hem zamandan hem de kaliteden 6diUn vermeden basitce kumanda edilebilmektedir.

Chain drive platform; It consists of converter bodies and walking rails. It is a compact and
durable system designed for structural beams. Various shapes and sizes of chassis, box
beam, structural steel profiles and artificial beam etc. It provides easy placement and
easy rotation (positioning) for materials. It can be controlled simply without sacrificing
both time and quality by enabling the turning of the workpieces for welding and stop-
ping movements up and down and at the desired angle.
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KOPRU TIPI ELIPS TANK KAYNAK SISTEMI

Eliptical Bridge System Welding Machine

Degisken boy ve caplardaki dairesel ve farkli geometride elips, kare, trapez, klasik, doub-
le D gibi yapilardaki silo, tank, tanker vb. malzemelerin hem cevresel hem de dairesel
kaynaklarini yapabilmek icin tasarlanmistir. Makinedeki en dnemli 6zellik tankin geomet-
rik yapisinin énemi olmaksizin her bolgesinde istediginiz kalinlik ve yUkseklikte réontgenl
kaynak yapabilmesidir.

Bridge System Transmixer Welding Machine is designed to circular and circle welding
for eliptical square,classic,double D.trapeze of silo,tanktanker in different size and di-
ameters . The most important featureof the system, it can be welded with rontgen the
thickness and height that you want at all of area without the importance of geometric
Structure of the tank.




MEMBRAN KAYNAK HATTI

Membran kaynak makinesi; degisik caplardaki boru ve lamalarin kaynakl birlestirme
islemleri yapilabilmesiicin tasarlanmis 6zel kaynak makinesidir. Sistemde, is parcasi dog-
rusal olarak hareket ettirilmekte, kaynak kafalari sabit durmaktadir. Operatdr panelinden
girilen boru ve lama o6lculerine gore sistem otomatik olarak pozisyon alabilmektedir.

Membrane welding machine; It is a special welding machine for welding machines of dif-
ferent diameters, for welder joining and flat blades. In the system, the work is moved as
a direction and the welding heads are fixed. The system can automatically take a position
according to the pipe and bar dimensions entered in the operator industry.
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MEMBRAN PANEL BUKUM MAKINASI

Kaynamis membran boru panelinin istenen acida bukulmesiicin tasarlanmis 6zel bir ma-
kinadir.

It is a special machine designed for bending the fused membrane pipe panel at the de-
sired angle.
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LAMA KALIBRASYON MAKINASI

Lama kalibrasyon makinasi kangal seklinde gelen lamay! dogrultup, istenilen 6lctde hi-
zasina 0,1 mm tolaranslarina getirilip istenilen boyda keser. Lamalarin dlctsine getirile-
rek panel icin gerekli lamalarin kalibresi yapilmaktaderr: -~ TS - TS S-S S - s s s

The llama calibration machine straightens the llama that comes in the form of coils, it
is brought to the desired size and 0.1 mm tolerances and cuts to the desired length. The
blades required for the panel are calibrated by being brought to the size of the blades.
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DEPOLAMA TANK KAYNAK SISTEMI

Aski Kaynak Makinesi; silolar, yer buytk capli yer alti - yer Ustl akaryakit tanklari ve de-
polama tanklarinin, Tozalti kaynak makinesi ile yatay cevresel kaynagin yapilabilmesine
olanak saglamaktadir. Tekli ve ciftli olmak Uzere 2 tipi ayrica dar, standart ve hafif olarak
farkli varyasyonu mevcuttur, ayrica kaynak yapabilecek yerin dzeliklerine gére dzel tasa-
rimlar da yapilabilmektedir.

Girth welding system storage tank welding automation system is designed for weld to
storage tanks circular horizontal section with submerged arc welding machine. There
two types of system,one is single side other one is double side. And it has also narrow,
standard and lightweight types. Also special designs can be made according to the char-
acteristics of the place will make the weld.
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MINI ASKI KAYNAK SISTEMI

Mini stoklama tank kaynak makinasi, blyUk depolama tanklarinin Tozalti kaynak maki-
nesi ile yatay cevresel kaynagin yapilabilmesine olanak saglamaktadir. Hidrolik silindir-
ler (jacking sistem) ile depolama tanklarinin ytkseltilerek alt donam saclarinin dairesel
kaynaklarini yapmak icin tasarlanmistir. Kaynak yapabilecek yerin 6zeliklerine gore 6zel
tasarimlar yapilabilmektedir. Ayrica en distk 6 mm saclari kaynatabilecek &zel Gretim-
lerimiz de mevcuttur.

Mini storage tank welding machine allows horizontal circumferential welding of large
storage tanks with Submerged Arc welding machine. It is designed to make circular
welds of the lower hardware sheets by raising the storage tanks with hydraulic cylinders
(Jacking system). Special designs can be made according to the characteristics of the
place where welding can be done. We also have special productions that can weld the
lowest 6 mm sheets.
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DAIRESEL KAYNAK

Circular Welding Machine

BUtun Kaynak sistemlerinde kullanilabilen dairesel kaynak makinesi cok genis bir kulla-
nim alanina sahip olmakla birlikte dairesel is parcalarin cevresel ve yatay olarak kaynak
yapilabilmesine olanak saglamaktadir. Uygun kaynak ydntemlerin kullanilmasiyla kaynak
sistemlerin hepsinde %100’lere varan kaynak verimi saglayabilmektedir. Tek operatdrin
rahatlikla kullanilabilecedi kaynak makinemiz is zamanindan tasarruf saglayarak verimli-
ligi artirmaktadir.

Circular welding machine has a wide field of use in welding systems and provides boxing
or horizontal welding of circular parts. Use of appropriate welding techniques provides
nearly 100% efficiency in all welding systems. Our welding machine can be easily used
by single operator, saves time and increase efficiency. Provides boxing welding of work
parts with min 10 mm and max 750 mm diameter.
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BOY VE MANSON KAYNAK

Longitudinal and Cup Welding System

Boy kaynak makineleri silindirik, konik ve dikdértgen seklinde bUkuma yapilmis is parca-
lari ve de dUz tabaka halindeki sac ve levhalari boy olarak kaynak yapmak icin tasarlan-
mis makinalardir.

Longitudinal welding machines are machines designed to weld cylindrical, conical and
rectangular bent workpieces, as well as sheet metal and plates in flat layers.

Manson kaynak makinesi bombe, govdeler ve kapaklar Gzerindeki mansonlarin kaynak-
larini otomatik bir sekilde kaynatmaktadir. Hidrolik silindir, boiler termosifon, basincl kap
Ureticisi gibi imalatcilar icin tasarlanmistir.

The sleeve welding machine automatically welds the welds of the sleeves on the camber,
bodies and caps. It is designed for manufacturers such as hydraulic cylinder, boiler water
heater, pressure vessel manufacturer.
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HIDROLIK POZISYONER

Welding Positioner

Kaynak pozisyonerleri’nin yapisi tablanin dénme ve acisal olarak egilmesi icin en uygun
konfigUrasyona gore tasarlanmistir. Hidrolik poziyonerlerde, parca Uzerinde calisilirken,
tablanin donmesi belirli bir acida kalmasinin haricinde yuUksekliginide ayarlanabilmek-
tedir. Boylece oparatdrler daha etkin calisabilmektedir. Pozisyonerlerde farkli geometrik
sekilde olcU sinirlarindaki tim parcalara pozisyonlama yapilabilmektedir. Pozisyonerler
gerek otomatik gerekse elle kaynakta hizi ve verimi artirdigi gibi, ving kullanimi minimize
etmesiyle de celik konstriksiyon atdlyelerinde dnemli bir yer sahibidir.

The structure of the welding positions is designed accordingly for the table to be suit-
able for rotation and angularity.In hydraulic positioners, while working on the part, it can
also adjust the possibility of increasing the table at a certain angle. Operators can work
more effectively.Positioning can be done in the whole section in different shapes and
sizes in the positioners. Industries like the one in steel construction shops are also in the
forefront of minimizing the use of trucks, increasing speed and increasing the required
automatic manual welding.
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RUZGAR GULU GOVDE BOYA POZISYONERI

Wind Rose Body Positioners

Boya pozisyoneri, farkli boy ve caplarda ki rizgar kulelerinin manuel ya da otomatik ola-
rak boyanmasi ve boya dncesi temizliklerinin yapiimasina imkan saglamaktir.Pozisyoner
sistemi, is parcasinin konik yapisi ve degisken cap araliklarina uygun olarak 6énceden
ayarlanmis yUkseklik mekanizmasi Uzerinde dondurtlmesi ve Gzerindeki is parcasi ile bir-
likte yarlGyebilmesi icin tasarlanmistir. Pozisyoner sistemi ayrica kaynak sonrasi islemler
(rontgen cekme, taslama, boya 6ncesi temizlik) icin de kullanilabilmektedir

In the paint position, the tower tower of different heights is manually or automatically
used and included in the application of the training paint. The system is designed to
be able to walk with the workpiece on and on the workpiece, apparently at a height in
accordance with its conical structure and dimensions. It can be used for post-welding
processes (x-ray taking, grinding, cleaning before painting) from the Sistemer system.
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CLOOS COZUM ORTAKLIGI

Cloos Partnership

Zorlu endustriyel uygulamalar icin yiksek degerli kaynak robotlarinin gelistirilmesi ve
Uretiminde 6nde gelen uzmanlardan biri olarak CLOQOS, surekli gelisim icin, yiz yili as-
kin tecrUbesini entegre ettigi yuksek teknoloji sayesinde QIROX kaynak robot sistemleri
kaliteli ve sUrekli Uretimi garanti eder.Dinamik ve esnek formu sayesinde QIROX robotik
kaynak sistemleri, kaynakli imalat islerinin hem verimli, hem kaliteli, hem de sUratli yapil-
masini saglar.

As one of the leading experts in the development and production of high-value welding
robots for demending industrial applications, CLOOS quarantees quality and continuous
production with QIROX welding robot systems, thanks to high technology in which it
integrates over a hundred years of experience for continuous improvement.Due to its
dynamic and flexible form, QIROX robotic welding systems ensures the manufacturing
efficiently, with high quality and fast.
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Cloos Partnership
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Weld your way.
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